
H485-USBUSB  TO  RS-485  CONVERTER

On many modern desktop and portable computers 
a serial RS-232 port had become a legacy device 
and is not available in most configurations. 

Our H485-USB makes any PC, outfitted with an 
USB port, capable of connecting to our access 
control panels of IRC-2000 and URC-2000 families.

H485-USB converter gets it’s power directly from 
the USB port and does not require an additional 
power supply. Half-duplex RS-485 is supported at 
300-230.4 kbps. 

Screw down connector makes termination of the 
field cabling very convenient.

 Windows 7 compatibe!
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**Specifications are subject to change without notice.

                   Compatibility : IRC-2000 Family of controllers
URC-2000 Family of controllers

     Power Consumption  : 30mA @ 5VDC

             Surge Protection:                      
Operation Temperature:
   Operational Humidity:

15Kv ESD for all signals
-20° – 70°C
 5 ~ 95% RH

IRC-2000 URC-2000 

H485-USB

Typical Integra32 configuration:

Connect up to 16 Integra32 
panels to a single LIF-200.

IRC-2000 Series panels can 
be connected via RS485 
channel.

URC-2000 Series panels can 
be connected via RS485 
channel.

Drivers are included in the 
“Communication Modules” 
folder of your Integra32 CD. 
Detailed manuals are also 
provided.

Windows 2000 SP4
Windows XP SP2 and above (32 & 64 bit)
Windows Server 2003 (32 & 64 bit)
Windows Server 2008 / 2008 R2 (32 & 64 bit)
Windows Vista (32 & 64 bit)
Windows 7 (32 & 64 bit)


